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Specification

- 10.0 kg Capacity

- 16 Washing programs

- Spin speed max. 1400 rpm
variable: 1400- 1200- 1000- 800- 600- 400-
spin-stop

- LED- display / control lamps

- Program end delay: 3-24 h

- Temperature selection: cold- 20- 30- 40- 60- 95°C

- Remaining time indicator

- Safety child lock

— Reversing automatic

- Water overflow control

- Overheating control

- Auto balance system

- Foam control

— Door safety lock

— Stainless-steel drum, volume: 74 liter

- Door/fill in opening: 140°/30.8 cm

- Foreign body trap

- Adjustable feet

- Incl. inlet hose safety system

www.bomann-germany.de

Brushless DC motor:

efficient, quiet and durable motor,

economical in operation

Technical Data

Connection voltage: 220-240 V~ / 50 Hz
Rated power: 1950 W

Rated current: 10 A

Noise level spinning: 76 dB

Consumption Data
Energy consumption by 100 cycles: 46 kWh
Water consumption by cycle: 52 liter
(According to EU data sheet regulation No. 1061/2010)
Power consumption

in off-mode: 0.50 W

in standby mode: -- W

with start delay (if applicable): 4.00 W

EPREL registration number: 1992083

Color: white

Article no.: 771 111

Article EAN-Code: 4004470711110 Dimensions (approx. H x W x D) and weight
Unit: 85.0 x 59.5 x 62.5 cm; 65.0 kg

20"/40"/HQ Container: ~ ---/---/153 Packaging: 89.0x 67.1 x 69.1 cm; 69.0 kg

Cable length approx. 150 cm with schuko plug

The right to make technical and design modifications in the course of continuous product development remains reserved.
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