BOMANN SBS 7323.1

Dieses Produkt enthdlt eine Lichtquelle der Energieeffizienzklasse G.

Leuchtmittel wechseln

HINWEISE FUR DEN AUTORISIERTEN FACHMANN!
Lampendaten: 2\, DC12V

Abb. 1

Abb. 3 Abb. 4

e Gerat von der Stromversorgung trennen!

¢ Lichtabdeckung mit einem Schraubendreher l6sen (Abb. 7).
¢ Lichtabdeckung entnehmen (Abb. 2).

e Leuchtmittel I6sen (Abb. 3).

e Steckverbindung trennen (Abb. 4).

o Defektes Leuchtmittel ersetzen.

¢ Lichtabdeckung ordnungsgemal einsetzen.

e Gerat wieder in Betrieb nehmen.




BOMANN SBS 7323.1

This product contains a light source of energy efficiency class G.

Changing the light

NOTES FOR THE AUTHORIZED SPECIALIST!
Light data: 2W, DC12V

Fig. 1

Fig. 3 Fig. 4

¢ Disconnect the appliance from the power supply!
¢ Loosen the light cover with a screwdriver (Fig. 7).
¢ Remove the light cover (Fig. 2).

e Loosen the light (Fig. 3).

¢ Disconnect the plug connection (Fig. 4).

¢ Replace the defective light.

¢ Insert the light cover correctly.

e Put the appliance back into operation.



