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Dishwasher

Energy- Drying-
efficiency- & efficiency-
class class

Freestanding (built-under), 60 cm

14 Place settings

Top Control with LED-Display

Electronic programme control

Electronic safety water inlet hose system
Noise level: 48 dBA

Cutlery drawer

Features
« LED-display with indication for:
- Delay start, remaining time, 1/2 loading, door lock,
error codes
« LED-control lamps for:
- Salt and rinse aid shortage, Program step
« Function buttons for:

- On/Off, Start/Pause, programme option, start delay, 1/2 loading

« Start delay 1-24 h

« Cleaning temperatures 40-65°C
« 3 Spray levels

« Concealed heating element

» Water softener

« Adjustment for rinse aid

« Overflow safety

« Safety door lock

« Stainless-steel interior tub/door
« Grey baskets

« Height-adjustable upper basket
« Folding glass and plate holder
« Cutlery drawer

« Removable work top

« Housing silver or white

« Adjustable feet

48 dBA Noise level

6 Programmes + 1/2 loading
« Intensive programme

« Normal programme

« ECO (energy safe)

* 90 Min programme

« rapid programme 40 min.
« Glass programme

Consumption Data

« Water / energy consumption: 11,0 litre / 0,93 kWh

« Estimated annual consumption: 3.080 litre / 266 kWh
(EU 1059/2010, 280 Standard cycles)

« Power consumption of off-mode: 0,45 W

« Power consumption of left on-mode: 0,49 W

Electrical Connection
« Connection voltage: 220-240 V~ /50Hz
« Connection power: 1.930 W

Measures and Weights

« Unit-Dimensions: 84,5 x 59,8 x 60,0 cm (H x W x D)
« Packaging: 88,4 x 64,5 x 64,5 cm (Hx W x D)

« Net weight: 44,5 kg

« Gross weight: 51,0 kg

J Article-No. white: 785 000
EAN 4004 470 850 109
\_J Article-No. silver: 785 070
EAN 4004 470 850 703
Container 40'HQ: 162 pcs
available from: October 2015

Subject to change technical data * 22.07.15



